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1. Identification of the Substance and the Company
Product Name SLS Extender Fluid
Other Names
Use Extender Fluid
Producer/Supplier Shell-Lap Supplies Pty Ltd

100A Henley Beach Road
Mile End  SA  5031
Australia

Telephone 08 8352 3166
Fax 08 8352 4751
Emergency Telephone 08 8352 3166
Mon-Fri 9:00 – 5:00 

2. Hazards Identification
This material is not hazardous according to health criteria of Worksafe Australia.
Hazard Category:
Risk Phrases:
Not classified as Dangerous Goods by the criteria of the Australian Dangerous Goods Code for 
transport by road and rail.
Poisons Schedule: None allocated

3. Composition/information on ingredients
Petroleum Oil 100% Cas# 8042-47-5

4. First Aid Measures
For advice, contact a Poisons Information Centre or a doctor.
Inhalation: If affected by fumes of heated oil, remove person to fresh air.  Get medical help if 
irritation persists.
Skin Contact: Wash with soap and water.
Eye Contact: If in eyes, hold eyelids apart and flush the eye continuously and thoroughly with 
running water.  Get medical attention if eye irritation develops or persists.
Ingestion: Immediately rinse mouth with water.  If swallowed, do NOT induced vomiting.  Give 2
glasses of water to drink.  May cause abdominal pain.

5. Fire Fighting Measures
Specific Hazards: Combustible liquid.  On burning will emit noxious fumes (carbon monoxide and 
carbon dioxide).
Fire Fighting advice: Fire Fighters to wear self contained breathing apparatus and suitable 
protective clothing if at risk of exposure to products of combustion.  Do not direct a solid stream of 
water or foam into burning molten material, this may cause spattering and spreading of the fire.
Suitable Extinguishing Media: Carbon dioxide, dry chemical powder, foam, sand or earth and 
water fog.  DO NOT use water jet.
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6. Accidental Release Measures
Clear area of all unprotected personnel.  Wear protective equipment to prevent skin and eye 
contact.  Contain and adsorb on inert chemical adsorbent material.  Shovel up and dispose of at 
a suitable licensed waste disposal site in accordance with laws and regulations.  If contamination 
of sewers or waterways occur advise local emergency services.

7. Handling and Storage
Handling advice: Classified as a Class C2 (combustible liquid) for the purpose of storage and 
handling.
Storage advice: Do not store in open or unlabelled container. Store away from strong oxididing 
agents and ignition sources. Do not store and temperatures greater than 60 degrees celcius.  
Usual good housekeeping of any industrial chemical applies.

8. Exposure controls / Personal protection
No value assigned for this specific material by the National Occupational Health and Safety 
Commission. However, TWA of 5 mg/m3 is recommended for oil mists.
As published by the National Occupational Health and Safety Commission. 
TWA - The time-weighted average airborne concentration over an eight-hour working day, for a 
five-day working week over an entire working life. 
These Exposure Standards are guides to be used in the control of occupational health hazards. 
All atmospheric contamination should be kept to as low a level as is workable. These exposure 
standards should not be used as fine dividing lines between safe and dangerous concentrations 
of chemicals. They are not a measure of relative toxicity. 
Engineering Control Measures: 
No special precautions.  Ensure ventilation is adequate to maintain air concentrations below 
Exposure Standards.  Keep containers closed when not in use. 
Personal Protective Equipment: 
OVERALLS, SAFETY SHOES, CHEMICAL GOGGLES, GLOVES. 
Wear overalls, chemical goggles and impervious gloves.  No respiration protection required when 
use with adequate ventilation.  Always wash hands before smoking, eating, drinking or using the 
toilet. Wash contaminated clothing and other protective equipment before storage or re-use.

9. Physical and chemical properties
Physical state: Liquid.
Colour: Colourless.
Odour: Mild or no odour.
Solubility: Insoluble. 
Specific Gravity: 0.8 – 0.9kg/L  
Viscosity: 10-70 Centistokes at 40oC
Flash Point (°C): >170. 
Boiling Point/Range (°C): 300
pH: Not applicable

10. Stability and reactivity 
Stability: Stable under normal conditions but incompatible with oxidizing agents.  Keep away 
from heat, sparks or naked flames.
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11. Toxicological information 
No adverse health effects expected if the product is handled in accordance with this Safety Data 
Sheet and the product label. Symptoms or effects that may arise if the product is mishandled and 
overexposure occurs are: 
Ingestion: The material may be discomforting to the gastrointestinal tract.
Eye contact: The material may irritate the eyes.
Skin contact: Prolonged or repeated contact with skin may cause irritation. 
Inhalation: The vapour/mist may irritate the upper respiratory tract.
Long Term Effects: No information available for the product. 
Toxicity: Practically non toxic, LD50: >2000 mg/kg.

12. Ecotoxicological information 
Avoid contaminating waterways.  Petroleum oil will be inherently biodegradable in water under 
aerobic conditions and will be ultimately biodegraded by micro-organisms (although limited by its 
low solubility in water).

13. Disposal considerations 
Refer to Waste Management Authority. Dispose of material through a licensed waste contractor. 
Decontamination and destruction of containers should be considered.  Product is suitable for 
processing at an approved recycling facility.

14. Transport information 
Road and Rail Transport 
Not Classified as Dangerous Goods by the criteria of the Australian Dangerous Goods 
Code (ADG Code) for Transport by Road and Rail.
Marine Transport 
Not Classified as Dangerous Goods by the criteria of the International Maritime Dangerous Goods 
Code (IMDG Code) for transport by sea.
Air Transport 
Not Classified as Dangerous Goods by the criteria of the International Air Transport Association 
(IATA) Dangerous Goods Regulations for transport by air. 

15. Regulatory information 
Safety Phrase(s): 
S24/25: Avoid contact with skin and eyes. 
S36/37/39: Wear suitable protective clothing, gloves and eye/face protection. 
Poisons Schedule: Not scheduled

16. Other information 
Revisions in the version: Revised to format according to NOHSC:2011 (2003)
Contact point for further information: +61 8 8352 3166

The information in this safety data sheet is given in good faith.  It is accurate to the best of our 
knowledge and belief and represents the most up to date information.  The information given in this 
data sheet does not constitute or replace the users own assessment of workplace risk as required 
by other health and safety legislation.
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